




























ST. FRANCIS CODE

Condition  3.  This  occupancy  condition  shall  include  buildings  in  which  free
movement is allowed within individual smoke compartments, such as within a residential unit
comprised of individual sleeping rooms and group activity spaces, where egress is impeded by
remote-controlled  release  of  means  of  egress  from such  a  smoke  compartment  to  another
compartment.

Condition  4.  This  occupancy  condition  shall  include  buildings  in  which  free
movement is restricted from an occupied space. Remote-controlled release is provided to permit
movement from sleeping rooms, activity spaces and other occupied areas within the smoke
compartment to other smoke compartments.

Condition  5.  This  occupancy  condition  shall  include  buildings  in  which  free
movement is restricted from an occupied space. Staff-controlled manual release is provided to
permit movement from sleeping rooms, activity spaces and other occupied areas within the
smoke compartment to other smoke compartments.

1. Sprinkler water flow, other suppression devices, smoke and heat detection equipment and
manual pull stations shall be monitored by a listed central station for fire 24 hours a day
throughout the building and the alarm when activated sent to a listed central station for
fire.

2. Institutional Group I-1, I-3 and I-4.

3. Throughout any building regardless of size.

(d) I-4 day-care facilities. This group includes buildings and structures occupied by persons of
any age who receive custodial care for less than 24 hours by individuals other than parents or
guardians, relatives by blood, marriage, or adoption, and in a place other than the home of the
person cared for. A facility such as the above with five or fewer persons shall be classified as a
Group R-3. Places of worship during religious functions are not included.

Adult-care facility. A facility that provides accommodations for less than 24 hours for more
than five unrelated adults and provides supervision and personal care services.

Child-care facility. A facility that provides supervision and personal care on less than a twenty-
four-hour basis for more than five children 2 1/2 years of age or less shall  be classified as
Group I-4.

Exception: A child day-care facility that provides care for more than five but no more than 100
children 2 1/2 years or less of age, when the rooms where such children are cared for are
located on the level  of  exit  discharge and each of these child-care rooms has an exit  door
directly to the exterior shall be classified as Group E.

1. Sprinkler water flow, other suppression devices, smoke and heat detection equipment and
manual pull stations shall be monitored by a listed central station for fire 24 hours a day
throughout the building and the alarm when activated sent to a listed central station for
fire.
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FIRE PREVENTION

10. Utility and Miscellaneous Group U.

Buildings and structures of an accessory character and miscellaneous structures not classified in
any  specific  occupancy  shall  be  constructed,  equipped  and  maintained  to  conform  to  the
requirements  of  this  code  commensurate  with  the  fire  and  life  hazard  incidental  to  their
occupancy. Group U shall include, but not be limited to, the following:

Agricultural buildings
Aircraft  hangars,  accessory  to  a  one-  or  two-family  residence  (see  Residential
Aircraft Hangars Section of the International Building Code Section 412.5)
Barns
Carports
Fences more than six feet (1,829 mm) high
Grain silos, accessory to a residential occupancy
Greenhouses
Livestock shelters
Private garages
Retaining walls
Sheds
Stables
Tanks
Towers

1) Sprinkler  water  flow, other  suppression  devices,  smoke and heat  detection
equipment and manual pull stations shall be monitored by a listed central station for fire 24
hours a day throughout the building and the alarm when activated sent to a listed central station
for fire.

2) Throughout all Type V construction which is:

a) Five thousand square feet or more in total area; or

b) Over two stories in height.

3) Throughout all Type I, II, III and IV construction which is:

a) Ten thousand square feet or more in total area; or

b) Over two stories in height.

245 Attachment 1:19 08 - 01 - 2013




